
Developing Ideas: SCAMPER 

Year 

  
8 

  

S UBTRACT - CUT AWAY A PIECE. 

C OMBINE - WITH ANOTHER IDEA. 

A DAPT - CHANGE SOMETHING SMALL. 

M ODIFY - CHANGE A LARGE PART. 

P URPOSE - CHANGE WHAT IT DOES. 

E LIMINATE - GET RID OF SOMETHING. 

 

R EARRANGE - SWAP THINGS AROUND. 

Design Movement: Memphis 
The Memphis Group was an Italian design and           

architecture group founded by Ettore Sottsass in 1981.        

The style is identified by flat vectorized shapes that are 

often bright in 

Material Knowledge 

MDF—Medium Density Fibreboard is 

a composite material because it is made 

of two materials—wood fibres and glue.          

Health and Safety: Machinery 

Pillar Drill 

 

Keep fingers and hands away from the blade. 
Always wear personal safety equipment.       
Always know where the STOP button is to turn 
off the machine. Ensure the guards are in place. 

Scroll Saw 

Never touch the drill piece when in motion. Always       
wear personal safety equipment. Ensure all                        
materials are clamped in place securely - use the             
hand vice whenever possible. Ensure that the                 
guard is in place. Always know where the                              
STOP button is to turn off the machine. 

MDF is a man-made product. Panels 

are made by applying high temperature 

and pressure. 

Machinery and Tools in the workshop 

    Tenon Saw: used for sawing straight lines in wood.  

    Chisel: used to shape wood. Can cut out sections  

  File: Abrade a thin surface area of wood. 

    Hand Drill: used to drill holes into materials 

      Rasp: Abrade a thick surface area of wood. 

    Coping Saw: used to saw curved lines into wood. 

  Disc Sander: a machine which abrades materials. 

Woodworking Joints 

Research, analyse, design, develop, 

plan, consider, sketch,  annotate, 

evaluate, render,  join, modify,                

manufacture,  health and safety. 

DT Keywords 

Butt Joint: a technique where two  pieces   

of  material are joined by simply placing     

their ends together and gluing in place. 

Mitre Joint: a joint made between two 

pieces of wood  usually at an angle of 45° , 

to form a corner, which is 90°. 


